
CABLES 
PACKAGING  



Código 
 

Diámetro 
Tambor 

(mm) 

Diámetro 
Ala 

(mm) 

Ancho 
Útil 

(mm) 

Ancho 
Total 
(mm) 

Altura  
Útil 

(mm) 

Volumen 
Embarque 

(m^3) 

Volumen 
Útil 

(m^3) 

A0 500 1.000 610 710 250 0,849 0,268 
A2 630 1.250 710 810 310 1,470 0,516 
A4 710 1.400 810 930 345 2,081 0,754 
A6 900 1.600 980 1.100 350 3,158 1,108 
A8 1.120 1.800 960 1.100 340 3,970 1,233 
B0 1.250 2.000 960 1.100 375 4,875 1,544 
B1 1.400 2.200 1.120 1.280 400 6,784 2,155 
B2 1.400 2.240 1.190 1.350 420 7,394 2,448 
B4 1.400 2.400 1.120 1.280 500 8,043 2,929 
B5 1.500 2.500 1.190 1.350 500 9,169 3,281 
B6 1.600 2.600 1.120 1.280 500 9,410 3,246 
B7 1.800 2.700 1.170 1.350 450 10,663 3,235 
BB 1.250 2.200 960 1.100 475 5,873 2,147 
J6 315 630 370 450 158 0,236 0,053 
J8 400 800 520 600 200 0,477 0,135 
I0 350 1.000 670 730 325 0,871 0,362 
I3 350 1.000 610 730 325 0,871 0,329 
I7 350 670 540 600 160 0,342 0,086 
I8 350 800 520 580 225 0,462 0,150 
I9 400 850 540 600 225 0,535 0,171 

CablesCom ofrece a sus clientes diversas alternativas de 
embalaje, adaptadas a sus necesidades y a las 
características de cada producto. El embalaje habitual de 
los cables más gruesos, la bobina de madera, se 
complementa con las bobinas ligeras o de contrachapado, 
más apropiadas para cables de menores dimensiones. La 
bobina de plástico, especialmente adaptada para un uso 
reiterado y en ambientes más agresivos, como puede ser 
una obra, es una excelente alternativa para metrajes 
pequeños o intermedios. 

WOODEN DRUMS 

Cables de comunicaciones Zaragoza, S.L offering a wide 
range of wooden cable packaging drum which is specifically 
designed to serve diverse requirements of cable industry 
such as metallic and optical fiber cables.  
 
These wooden drum are manufactured using best quality, a 
robust construction, durable, vast storage, capacity and high 
efficient. Our wooden cable drums are used for transporting 
cables to various destinations without any hassle. 



WOODEN DRUMS 
UNE TYPE (STANDARD) 

Las dimensiones de las bobinas son nominales 

 UNE drum type will go identified with at least the following information (in addition to any information 
specifically requested by the customer): 
- Number of drum 
-  Cable type / composition. 
-  Length. 
-  Length marking of inner end. 
-  Gross weight. 

(*) Drum dimensions are nominal values 

Internal 
 code 

Shipping 
code 

  Barrel 
diameter             
(a-mm) 

Flange 
diameter 
  (b-mm) 

Drive hole 
(mm) 

winding 
width            

(c-mm) 

Overall  
width 

(d-mm) 

Weight 
(kg) 

Useful drum 
volume 

(m3) 

B06W000 J6 300 600 82 370 450 27 0,22 

B08W000 J8 300 810 82 520 600 35 0,49 

BA0W000 A0 350 950 82 610 690 44 0,75 

BA2W001 A2 600 1150 82 710 800 76 1,22 

BA3W000 A3 700 1300 82 710 800 82 1,55 

BA4W000 A4 650 1400 82 810 890 95 2,00 

BA6W000 A6 900 1650 82 980 1100 169 3,35 

BA8W000 A8 1.000 1830 100 960 1120 271 4,17 

BB0W000 B0 1.100 2.100 100 960 1120 351 5,45 

BB1W000 B1 1.400 2.200 100 1120 1280 360 6,19 

BB2W000 B2 1.400 2.240 100 1.190 1350 385 7,39 

BB4W000 B4 1.400 2.400 100 1.190 1280 398 8,04 

BBBW000 BB 1.100 2.200 100 960 1120 382 5,97 



mm.  J6  J8  A0  A2  A4  A6  A8  B0  BB  B1  B2  B4  B5  B6  B7  

5.0  2.062                             

6.0  1.376 3.714                           

7.0  1.035 2.685                           

8.0  793 2.021 4.178                         

9.0  598 1.575 3.241                         

10.0  491 1.347 2.682                         

11.0  394 1.055 2.177 4.115                       

12.0  318 891 1.759 3.464                       

13.0  297 760 1.517 3.019 4.306                     

14.0  241 639 1.323 2.516 3.779                     

15.0  222 587 1.143 2.234 3.239                     

16.0  183 497 1.002 1.968 2.841 4.139                   

17.0  167 414 846 1.719 2.522 3.653 4.217                 

18.0  132 387 798 1.526 2.273 3.257 3.756                 

19.0  126 326 703 1.344 1.989 2.883 3.322 4.205               

20.0  119 314 659 1.272 1.768 2.770 2.976 3.800               

21.0  112 290 573 1.107 1.679 2.427 2.591 3.339               

22.0  84 238 534 984 1.477 2.156 2.476 2.978 4.299 4.123           

23.0  84 228 457 922 1.326 2.058 2.179 2.840 3.883 3.958           

24.0  79 217 439 810 1.250 1.809 2.126 2.572 3.578 3.540 4.087         

25.0  74 207 422 782 1.111 1.764 1.851 2.444 3.399 3.386 3.658         

26.0  74 172 354 754 1.076 1.534 1.754 2.137 3.031 3.073 3.503 4.248       

27.0    164 338 654 947 1.492 1.550 2.078 2.762 2.704 3.180 3.812 4.312 4.224 4.160 

28.0    155 323 629 884 1.319 1.506 1.850 2.683 2.638 3.036 3.719 4.116 4.121 3.967 

29.0    146 277 536 852 1.244 1.461 1.796 2.431 2.506 2.735 3.312 3.767 3.670 3.593 

30.0    146 263 514 767 1.206 1.275 1.583 2.357 2.237 2.602 3.225 3.583 3.574 3.504 

32.0    110 250 492 710 1.017 1.196 1.484 2.052 1.924 2.263 2.847 3.173 3.155 2.985 

34.0      186 391 580 844 992 1.246 1.768 1.759 1.946 2.417 2.787 2.679 2.584 

36.0      175 371 555 814 921 1.157 1.504 1.533 1.835 2.162 2.425 2.395 2.432 

38.0      175 301 464 659 775 989 1.447 1.434 1.551 1.854 2.089 2.054 2.073 

40.0      164 285 442 633 744 950 1.262 1.231 1.451 1.790 1.954 1.983 2.004 

42.0        268 419 606 584 761 1.157 1.143 1.245 1.511 1.715 1.674 1.679 

44.0        223 340 497 558 727 994 962 1.201 1.452 1.654 1.610 1.617 

46.0        209 322 475 531 692 947 923 1.112 1.255 1.378 1.391 1.382 

48.0        195 303 452 531 593 841 885 934 1.203 1.323 1.333 1.327 

50.0        195 252 429 420 564 799 846 895 1.150 1.268 1.275 1.271 

52.0        145 236 338 398 533 756 691 855 975 1.077 1.080 1.063 

54.0          235 338 375 419 624 658 732 927 1.075 1.028 1.014 

56.0          219 318 374 418 623 657 698 811 897 898 964 

58.0          162 299 281 393 586 519 664 769 854 853 826 

60.0            239 281 393 502 491 630 728 810 807 784 

62.0            223 263 368 470 491 524 727 809 806 742 

64.0            223 263 294 469 463 496 588 656 652 741 

66.0            208 245 274 437 435 495 553 656 613 583 

68.0            207 244 273 364 348 467 552 619 612 582 

Capacity in meters (no self-supported cables) 



WOODEN DRUMS 
EUROBOBINA TYPE (EXPORT) 

Las dimensiones de las bobinas son nominales 

 EUROBOBINA drum type will go identified with at least the following information (in addition to any 
information specifically requested by the customer): 
- Number of drum 
-  Cable type / composition. 
-  Length. 
-  Length marking of inner end. 
-  Gross weight. 

(*) Drum dimensions are nominal values 

Internal 
 code 

Shipping  
code 

  Barrel 
diameter             
(a-mm) 

Flange 
diameter 
  (b-mm) 

Drive hole 
(mm) 

winding 
width            

(c-mm) 

Overall 
 width 

(d-mm) 

Weight 
(kg) 

Useful drum 
volume 

(m3) 

BINW000 IN 300 600 82 370 410 15 0,148 

BANW000 AN 300 810 82 520 600 50 0,394 

BSNW000 SN 350 950 82 475 555 63 0,501 

BBNW000 BN 600 1.150 82 650 770 85 1,018 

BCNW000 CN 700 1.300 100 650 770 110 1,31 

BDNW000 DN 800 1.530 100 650 770 151 1,802 

BENW000 EN 900 1.650 100 820 940 208 2,559 

BFNW000 FN 1.000 1.830 100 990 1.110 290 3,717 

BGNW000 GB0 1.100 2.100 100 990 1.150 373 5,072 

BJNW000 JN 1.250 2.200 100 990 1.150 400 5,566 



PLYWOOD REELS 

Plywood reels are intended for non-returnable, 
lightweight packaging than wooden drums and 
more versatile packaging medium.  
From the high quality of hardwood plywood to 
a more economical option of softwood 
plywood we can offer a reel to meet your 
specific cubic and carrying capacity.  



PLYWOOD REELS 

Las dimensiones de las bobinas son nominales 

Plywood reels will go identified with at least the following information (in addition to any information 
specifically requested by the customer): 
- Cable type / composition. 
- Length. 

(*) Dimensions reels are nominal values 

 

Code 
Barrel 

 diameter    
 (a-mm) 

Flange 
diameter 
(b-mm) 

Winding 
 width              
(c-mm) 

Overall width                  
(d-mm) 

Flange 
thickness              
(e-mm) 

Drive hole              
(mm) 

BC50002 217 500 170 395 8 60 

BC50001 217 500 290 515 8 60 
BC50003 217 600 170 395 8 60 

BC50004 217 600 290 515 8 60 

BC50005 244 700 300 554 10 60 o 83 

BC50005 244 700 300 554 10 60o 83 

BC50006 300 800 350 660 10 60 o 83 

BC50007 300 900 400 710 10 60 o 83 

              

BC50008 217 500 290 519 12 60 

BC50009 217 600 290 519 12 60 

BC50010 244 700 300 556 12 60 o 83 

BC50010 244 700 300 556 12 60 o 83 

BC50011 300 800 350 662 12 60 o 83 

BC50012 300 900 400 712 12 60 o 83 
BC50013 456 1000 250 718 12 60 o 83 

              

BC50014 217 500 290 522 15 60mm 

BC50015 217 600 290 522 15 60mm 

BC50016 244 700 300 559 15 60 o 83 

BC50016 244 700 300 559 15 60 o 83 

BC50017 300 800 350 665 15 60 o 83 

BC50018 300 900 400 715 15 60 o 83 



PLYWOOD REELS 

Las dimensiones de las bobinas son nominales 

Cable Diameters from 500 to 600 mm flange, palletizing 
of 1.20 x 1.20 accommodate 12 reels per pallet (4 x 3 
base heights) 

Plywood reels are very often the solution 
for a good price-quality ratio. It allows the 
manufacturing of very resistant plywood. 
Assembling of reels is done using metal 
tubes  or metal rods in order to ensure a 
good mechanical resistance. 
This type of reels provide us handling 
cables of small or medium-sized, with a 
capacity per reel approximately from 2500 
meters depending on the type of cable. The 
cables remain completely protected with a 
shrink film to avoid damage, dirt or thermal 
instability. 

Pallets will at least identified with the following 
information (in addition to any information specifically 
requested by the customer): 
- Number of reel 
- Cable type / composition. 
- Length. 
- inner end length marking 
  Gross weight. 
- Customer 



CARDBOARD REELS 

Cardboard Reels are most suitable in applications 
for small or medium diameter cables, such as 
jumper wire or drop wire 
 
A comfortable and lightweight packaging, which 
facilitates handling and installation of the cable. 



CARDBOARD REELS 
 

The beaded metal cylinder curls back, 
locking to the outside face of the flange, 
providing a secure fit.  
 
This type of cardboard reel or spool is made 
with 2 cardboard flanges and a metal 
cylinder barrel. Standard flange sizes range 
from 125mm to 400mm diameter, in calipers 
from 2000 to 4000 micron. 

(*) Reels dimensions are nominal values 

The dimensions shown in the table are those 
standard used and may vary upon request and 
needs of our customers or the manufacturing 
process. 

Palletizing of 1,00 x 1,20 accommodate 150 reels per 
pallet (30 x 5 base heights) 

Code 
Flange 

 diameter 
(a-mm) 

Barrel 
 diameter                     

(b-mm) 

Winding  
width         

   (c-mm) 

Overall 
 width  

   (d-mm) 

Weight             
(kg) 

Useful   
Volume  

 (m3) 

BTJW000  200 95 102 115 0,2 0,035 



PLASTIC REELS 

Plastic reels are mainly used for small diameter 
cables such as jumper or drop wire; ready to 
pulling, easy to use , with limited weight,  
mechanically harder and resistant favoring the 
comfort of installers.  
A packaging solution weighs less than a product 
in wood or plywood, and it maintains a constant 
weight regardless of the weather conditions.  
. 



PLASTIC REELS 
 

Flange Barrel Winding Overall Weight Useful 

Diameter Diameter Width Width Volume 

(D1-mm) (D2-mm) (L2-mm) (L1-mm) (kg) (m^3) 

190 60 178 187 0,21 0,050 

260 45 155 160 0,455 0,045 

(*) Reels dimensions are nominal values 

 
 
 
 
 
 
A packaging solution  can be used up to 50% more times 
and thus significantly reduces material consumption per 
cycle. Consequently, a solution more cost-effective and 
more environmentally-friendly than a wooden product. 
Our products are manufactured using 100 percent 
recycled polypropylene. 
 
The dimensions shown in the table are those standard 
used and may vary upon request and needs of our 
customers or the manufacturing process. 
 

Plastic reels have shown itself to be 20-50% 
lighter than traditional products when used 
outdoors or in humid environments. The low 
weight contributes to fast and ergonomic 
handling when it comes to production, 
transportation, installation and the laying of 
cables. The plastic is resistant to UV exposure 
and can handle temperature variations 
between -40°C and +70°C.  A shock absorbent 
construction means that the packaging can 
withstand the most violent of impacts.  



SHRINK-WRAPPED COILS 

Shrink-wrapped coils are mainly used for 
self-supported and indoor application such 
as drop wire, so that ergonomics is very 
convenient and manageable for installers 



SHRINK-WRAPPED COILS 
 

Shrink-plastic coil for telecommunication cables offers 
major advantages compared to the older cardboard box 
packaging.  

  
Protection against environmental exposure.  
Fall protection.  
Protection during use.  
Better visibility.  
Improved performance during storage.  
Right down to the last layer. Shrink-plastic preserves 
the material in perfect conditions right down to the last 
layer without allowing any knots or tangles.   
Less waste.  
Less environmental impact. 

Each coil is identified individually with a bar code label and the coils are grouped together according to 
cross-section. Furthermore, shrink-plastic allows us to provide "made-to-measure" packaging. 

Barrel  Overall Overall Useful 

Diameter Width Height Volume 

(a-mm) (b-mm) (c-mm) (m^3) 

110 400 150 0,043 

The dimensions shown in the table are those 
standard used and may vary upon request and 
needs of our customers or the manufacturing 
process. 
 



PROTECTIONS DRUM  

Our cables are shipped and stored differently 
depending on shipping conditions defined by 
customers so they must be protected against 
possible mechanical or environmental external 
aggressions. 



PROTECTIONS DRUM 
LAGGING 

 Laggings are protections fixed to the flanges of the drum and surrounding the 
periphery of the cable, thus preventing the cable having any aggression.  
This system is mainly used when cables are shipping in containers, because 
they suffer major damage during handling. The wooden drum shall be secured 
with 2 metal strips for complete subjection to the coil. 

UNE TYPE (STANDARD) 

Internal 
 Code 

  Shipping  
code 

Lags  
dimensions   

nº lags   
Weight  

(kg)  

B06W000 J6 45x10x2 19 35 

B08W000 J8 60x10x2 25 50 

BA0W000 A0 69x10x2 30 65 

BA2W001 A2 79x10x2 36 105 

BA3W000 A3 79x10x2 41 115 

BA4W000 A4 91x10x2 44 135 

BA6W000 A6 108x10x2 52 235 

BA8W000 A8 112x10x2 57 345 

BB0W000 B0 112x10x2 66 435 

BB1W000 B1 112x10x2 67 594 

BB2W000 B2 112x10x2 69 470 

BB4W000 B4 135x10x2 70 480 

BBBW000 BB 128x10x2 75 495 

Internal 
 Code 

  Shipping  
code 

Lags  
dimensions   

nº lags   
Weight  

(kg)  

BINW000 IN 45x10x2 19 35 

BANW000 AN 60x10x2 25 50 

BSNW000 SN 55X10X2 31 56 

BBNW000 BN 79x10x2 36 105 

BCNW000 CN 79x10x2 41 114 

BDNW000 DN 79x10x2 48 138 

BENW000 EN 112x10x2 52 222 

BFNW000 FN 112x10x2 57 335 

BGNW000 GN 112x10x2 66 425 

BJNW000 JN 112x10x2 70 475 

EUROBOBINA TYPE (EXPORT) 



PROTECTIONS DRUM 
CARDBORAD-PLASTIC COMPOSITE 

 

Cables de Comunicaciones used plasticized cardboard 
composite that protects the cables from environmental 
and mechanical damage, this protection is more 
advantageous due to: 
 
100% recyclable 
Flexible in all directions 
Highly resistant to shock and compressions 
Weatherproof 
Oil repellent 
Easy to apply 
Safety 
lightweight 
 

 
 
 




