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Article number 
Number of cores and 

mm² per conductor 

Outer diameter 

(mm) 

Copper index 

(kg/km) 
Weight (kg/km) 

FIDC 660 P 005 02.X 2 X 0.5 5.5 10.0 36.4 

FIDC 660 P 005 03.G 3 G 0.5 5.9 15.0 44.4 

FIDC 660 P 005 04.G 4 G 0.5 6.5 19.0 53.5 

FIDC 660 P 005 05.G 5 G 0.5 7.0 24.0 62.6 

FIDC 660 P 005 07.G 7 G 0.5 8.2 34.0 82.8 

FIDC 660 P 005 12.G 12 G 0.5 9.8 58.0 130.3 

FIDC 660 P 005 18.G 18 G 0.5 11.7 86.4 186.9 

FIDC 660 P 007 02.X 2 X 0.75 5.9 15.0 44.4 

FIDC 660 P 007 03.G 3 G 0.75 6.4 22.0 55.6 

FIDC 660 P 007 04.G 4 G 0.75 7.0 29.0 67.7 

FIDC 660 P 007 05.G 5 G 0.75 7.6 37.0 80.8 

FIDC 660 P 007 07.G 7 G 0.75 9.2 51.0 110.1 

FIDC 660 P 007 12.G 12 G 0.75 10.9 87.0 173.7 

FIDC 660 P 007 18.G 18 G 0.75 13.1 130.0 249.5 

FIDC 660 P 007 25.G 25 G 0.75 15.7 181.0 349.5 

FIDC 660 P 010 02.X 2 X 1 6.3 20.0 52.5 

FIDC 660 P 010 03.G 3 G 1 6.8 29.0 66.7 

FIDC 660 P 010 04.G 4 G 1 7.5 39.0 82.8 

FIDC 660 P 010 05.G 5 G 1 8.2 48.0 98.0 

FIDC 660 P 010 07.G 7 G 1 9.9 67.0 118.2 

FIDC 660 P 010 12.G 12 G 1 11.7 115.0 213.1 

FIDC 660 P 010 18.G 18 G 1 14.3 173.0 313.1 

FIDC 660 P 010 25.G 25 G 1 16.9 240.0 430.3 

FIDC 660 P 010 34.G 34 G 1 19.5 326.4 576.7 

FIDC 660 P 010 41.G 41 G 1 21.2 394.0 690.8 

1.Conductor: Stranded bare copper, acc. to IEC 60228 Class 6 
2.Insulation: Modified PVC compound 
3.Assembly: Two or more individually insulated conductors or groups 
          of insulated conductors cabled together. 
4.Tape: Non-woven 
4.Sheath: Modified PUR compound, grey (RAL 7001)  
Markings:                                                      

CABLESCOM/FIDC/660/Specification/No./XXXM                      

FIDC 660 P are suitable for use in power moving machine parts, particularly in wet areas of machine 
tools and transfer lines, mechanical engineering, in measuring, control and regulating circuits; 
power circuits for electrical equipment used in automation engineering. They are designed for use 
in dry, damp and wet conditions. They are oil resistant high-flexible control cables with an outer 
sheath of PUR for flexible use and fixed installation subject to medium mechanical. They are 
designed for use in dry, damp or wet rooms. 
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FIDC 660 P 010 50.G 50 G 1 23.0 480.0 830.2 

FIDC 660 P 010 65.G 65 G 1 26.2 624.0 1068.6 

FIDC 660 P 015 02.X 2 X 1.5 7.0 29.0 68.7 

FIDC 660 P 015 03.G 3 G 1.5 7.6 43.2 86.9 

FIDC 660 P 015 04.G 4 G 1.5 8.3 58.0 107.1 

FIDC 660 P 015 05.G 5 G 1.5 9.4 72.0 132.3 

FIDC 660 P 015 07.G 7 G 1.5 11.2 101.0 179.8 

FIDC 660 P 015 12.G 12 G 1.5 13.3 173.0 283.8 

FIDC 660 P 015 16.G 16 G 1.5 15.0 230.0 368.7 

FIDC 660 P 015 18.G 18 G 1.5 16.1 259.0 415.1 

FIDC 660 P 015 25.G 25 G 1.5 19.2 360.0 576.7 

FIDC 660 P 015 34.G 34 G 1.5 21.7 489.6 760.5 

FIDC 660 P 015 42.G 42 G 1.5 23.7 629.0 928.2 

FIDC 660 P 015 50.G 50 G 1.5 25.8 720.0 1103.9 

FIDC 660 P 025 03.G 3 G 2.5 9.3 72.0 136.4 

FIDC 660 P 025 04.G 4 G 2.5 10.3 96.0 169.7 

FIDC 660 P 025 05.G 5 G 2.5 11.5 120.0 208.1 

FIDC 660 P 025 07.G 7 G 2.5 14.0 168.0 288.9 

FIDC 660 P 025 12.G 12 G 2.5 16.5 288.0 457.5 

FIDC 660 P 025 14.G 14 G 2.5 17.7 336.0 530.3 

FIDC 660 P 040 04.G 4 G 4 12.1 160.0 254.5 

FIDC 660 P 040 05.G 5 G 4 13.5 200.0 312.1 

FIDC 660 P 060 01.G 1 G 6 6.6 60.0 84.8 

FIDC 660 P 060 04.G 4 G 6 14.3 230.0 380.8 

FIDC 660 P 100 01.G 1 G 10 7.9 100.0 142.4 

FIDC 660 P 100 04.G 4 G 10 18.1 384.0 620.1 

FIDC 660 P 100 05.G 5 G 10 20.2 480.0 758.5 

FIDC 660 P 160 01.G 1 G 16 9.5 160.0 200.0 

FIDC 660 P 160 04.G 4 G 16 21.6 615.0 859.5 

 

 


